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For details, please read the  

“8X82 (GPS Solar) Complete User Guide”  

(http://www.seikowatches.com/support/ib/index.html).

Please carefully read the 
instructions in this Complete User 

Guide before using the watch.

¾ Length adjustment service for metallic bands is 
available at the retailer from whom the watch was 
purchased. If you cannot have your watch repaired 
by the retailer from whom the watch was purchased 
because you received the watch as a gift, or you moved 
to a distant place, please contact SEIKO WORLDWIDE 
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GPS signal reception

ɹFeatures

 This is a GPS* solar watch.

�Standard Charging Time

This watch can be set to the precise 
local time by just one button 
operation¿
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ɹNames of the parts2
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ɹCheck the charging status

Indicator 
display

Charging 
status Solution

full Reception is 
allowed.

middle Reception is 
allowed.
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ɹTime zone

8X82 タイムゾーンマップ

セイコーエプソン株式会社
ウォッチ事業部
Ｗ企画・営業部

2013年12月19日作成
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ɹTime zone display and list of time zones around the world5
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ɹTime Zone Adjustment
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ɹDST (Daylight Saving Time)8

3

Carry out steps ① to ③ in the state where DST (Daylight Saving Time) setting is ON.
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ɹHow to manually adjust the time9
 Manual time adjustment

 How to manually adjust the time
Go to a place where 
GPS signals can be 
easily received
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ɹHow to use the stopwatch11
• The time can be measured and read for up to 5 hours 59 minutes 59 seconds, 8 

in increments of 1/5 of a second.
• The time measured is indicated by the three stopwatch hands. After 6 hours, it 

will stop and reset. 
• When the measurement reaches 10 minutes, the 1/5 second stopwatch hand 

stops at the 0-second position. 
 When the buttons are operated to stop the stopwatch or to measure a split time, 

the 1/5 second stopwatch hand displays the measured second.

�Stopwatch Basic Function

��How to reset the stopwatch
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